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Available in 7' & 11' lengths in UHMWPE / polyester, Baseline is the affordable
alternative for small web SRLs.

A�ordable and Reliable

Durable
Aluminum
housing

Steel carabiner
Inclucded

Swivel top

Label Protection
Durable recessed
labels are protected
to aid inspection

Steel Snap Hook
3600 lb. gate

Also available with an 
Aluminum Rebar Hook 
& Steel Rebar Hook

UHMWPE / 
polyester webbing
Ultra High Molecular
Weight Polyethylene

Provides clear
identification
Class 1: Overhead only

SPECIFICATIONS
MODEL NO. HOUSING CONNECTORHOUSING LIFELINE CONSTITUENTLENGTH

R530007 7' Aluminum Steel Carabiner

R530007-R 7'

R530007-SR 7'

Aluminum

Aluminum

Steel Carabiner

Steel Carabiner

UHMWPE / Polyester Webbing

UHMWPE / Polyester Webbing

UHMWPE / Polyester Webbing

Single

Single

Single

LIFELINE CONNECTORSINGLE OR TWIN LEG

Steel Snap Hook

Aluminum Rebar Hook

Steel Rebar Hook

R531007

R531007-R

7'

7'

Aluminum

Aluminum

Twin Leg Carabiner Adapter

Twin Leg Carabiner Adapter

UHMWPE / Polyester Webbing

UHMWPE / Polyester Webbing

Twin Leg

Twin Leg

Steel Snap Hook

R531007-SR 7' Aluminum Twin Leg Carabiner Adapter UHMWPE / Polyester WebbingTwin Leg Steel Rebar Hook

Aluminum Rebar Hook

R530011 11'

R530011-R

R530011-SR

11'

11'

Aluminum

Aluminum

Aluminum

Steel Carabiner

Steel Carabiner

Steel Carabiner

UHMWPE / Polyester Webbing

UHMWPE / Polyester Webbing

UHMWPE / Polyester Webbing

Single

Single

Single

Steel Snap Hook

Aluminum Rebar Hook

Steel Rebar Hook

*NOTE – Baseline models can be combined into 
a twin leg model with adaptor carabiner for 100% 
tie-off applications.

Twin Leg
Carabiner Adaptor
A100341

CONNECTING HARDWARE

IMPROVED SRLS MEET
ANSI Z359.14-2021

• Provides clear identification 
 of Class 1: Overhead Only 
 (D-Ring height or above)

• A�ordable and reliable

• UHMWPE / polyester Webbing

• 400lb Capacity per OSHA

NEW ANSI
Code Compliance


